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Model 
Capacity 

(m3/h)
Voltage

Connection 
Size

Filter Quantity and Type Element Type
Pressure 

Drop (mbar)
Control  

Type
Max. Working 
Pressure (bar)

Max. Ambient 
Temp. (°C)

Max. Inlet 
Temp. (°C)

MKE-�3 �3 �3�/1/5� 1/�’’ 1*GKO45X + 1* GKO45Y MKO45 KIT 115 Digi-Pro 16 45 5�

MKE-38 38 �3�/1/5� 1/�’’ 1*GKO45X + 1* GKO45Y MKO45 KIT 1�� Digi-Pro 16 45 5�

MKE-53 53 �3�/1/5� 1/�’’ 1*GKO45X + 1* GKO45Y MKO45 KIT �8� Digi-Pro 16 45 5�

MKE-�� �� �3�/1/5� 1/�’’ 1*GKO��X + 1* GKO��Y MKO�� KIT �5� Digi-Pro 16 45 5�

MKE-1�� 1�� �3�/1/5� 3/4’’ 1*GKO15�X + 1* GKO15�Y MKO15� KIT 1�� Digi-Pro 16 45 5�

MKE-155 155 �3�/1/5� 3/4’’ 1*GKO15�X + 1* GKO15�Y MKO15� KIT ��� Digi-Pro 16 45 5�

MKE-19� 19� �3�/1/5� 3/4’’ 1*GKO15�X + 1* GKO15�Y MKO15� KIT 3�� Digi-Pro 16 45 5�

MKE-�1� �1� �3�/1/5� 1 1/�’’ 1*GKO5��X + 1* GKO5��Y MKO5�� KIT ��� Digi-Pro 16 45 5�

MKE-3�5 3�5 �3�/1/5� 1 1/�’’ 1*GKO5��X + 1* GKO5��Y MKO5�� KIT 3�� Digi-Pro 16 45 5�

MKE-3�5 3�5 �3�/1/5� 1 1/�’’ 1*GKO5��X + 1* GKO5��Y MKO851 KIT ��� Digi-Pro 16 45 5�

MKE-495 495 �3�/1/5� �’’ 1*GKO851X + 1* GKO851Y MKO1�1� KIT 31� Digi-Pro 16 45 5�

MKE-6�3 6�3 �3�/1/5� �’’ 1*GKO1�1�X + 1* GKO1�1�Y MKO1�1� KIT �4� Digi-Pro 16 45 5�

MKE-93� 93� �3�/1/5� �’’ 1*GKO1�1�X + 1* GKO1�1�Y MKO1�1� KIT 15� Digi-Pro 16 45 5�

MKE-1��� 1��� �3�/1/5� �’’ 1*GKO1�1�X + 1* GKO1�1�Y MKO18�� KIT 19� Digi-Pro 16 45 5�

MKE-1388 1388 4��/3/5� 3’’ 1*GKO18��X + 1* GKO18��Y MKO18�� KIT 35� Digi-Pro 16 45 5�

MKE-18�� 18�� 4��/3/5� 3’’ 1*GKO18��X + 1* GKO18��Y MKO18�� KIT �9� Digi-Pro 16 45 5�

MKE-�5�� �5�� 4��/3/5� 3’’ 1*GKO����X + 1* GKO����Y MKO���� KIT 19� Digi-Pro 16 45 5�

MKE-���5 ���5 4��/3/5� 3’’ 1*GKO����X + 1* GKO����Y MKO���� KIT 35� Digi-Pro 16 45 5�

MKE-333� 333� 4��/3/5� DN1�� Not Included Not Included ��� Digi-Pro 16 45 5�

MKE-3915 3915 4��/3/5� DN1�� Not Included Not Included 38� Digi-Pro 16 45 5�

MKE-5�85 5�85 4��/3/5� DN1�� Not Included Not Included 3�� ESD-3 16 45 5�

MKE-585� 585� 4��/3/5� DN1�� Not Included Not Included 35� ESD-3 16 45 5�

MKE-69�5 69�5 4��/3/5� DN15� Not Included Not Included 3�� ESD-3 16 45 5�

MKE-�8�5 �8�5 4��/3/5� DN15� Not Included Not Included 35� ESD-3 16 45 5�

MKE-9��� 9��� 4��/3/5� DN15� Not Included Not Included 35� ESD-3 16 45 5�

MKE-1�5�� 1�5�� 4��/3/5� DN��� Not Included Not Included 35� ESD-3 16 45 5�

MKE-1�5�� 1�5�� 4��/3/5� DN��� Not Included Not Included 35� ESD-3 16 45 5�

MKE Technical Specifications

Note: Water condenser is available between models MKE-6�3 and MKE-1�5�� 

MKE SERIES AIR DRYERS 
INTEGRATED FILTRATION



� MKE-3330�Refrigerant�Dryer�
�

Dryer�Specifications�

Rated�Output�(m3/h)� 3330�

Connection� DN100�

Standard�Voltage� 400V�3�Ph.�50Hz�

Maximum�Working�Pressure�(Bar)� 16�

Pressure�Dew�Point�(Deg�C)� +�3

Method�Of�Drying� Refrigerant�(R134a)�

Maximum�Ambient�Temp�(Deg�C)� 50

Maximum�Inlet�Temp�(Deg�C)� 60
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