
PO-A3 CUTTOF MACHINE SPECIFICATION

Technical Data

Measuring up!

Technical Data POLAR 56 POLAR 66 POLAR 80

Cutting width mm 560 670 800

Feed depth (C) mm 560 670 800

Feeding height, max. (without false clamp plate) mm 80 80 100

Length of front table (D) mm 670 670 670

Table height mm 900 900 900

Clamping pressure, min. daN 180 180 180

Clamping pressure, max. daN 1,200 1,500 2,700

Backgauge speed, return stroke (0 - ...) mm/sec 70 70 130

Knife speed Cycles/min. 20 20 20

Thickness of knife mm 9.70 9.70 11.75

Grinding reserve (HSS18 knife) max. mm 22 22 25

Smallest cut, manual, without false clamp plate mm – – 15

Smallest cut, automatic, without false clamp plate mm 15 15 15

Smallest cut, automatic, with false clamp plate mm 50 50 50

Noise emission (EN 13023) dB(A) 76.5 76.5 76.5

Installation data

Width (B) mm 1,150 1,250 1,550

Depth (A) mm 1,670 1,825 1,970

Frame height (E) mm 1,500 1,500 1,500

Weight, total net kg 575 675 900

Static floor load daN/m2 330 330 626

Dynamic surcharge % 20 20 20

Electr. power draw (apparent power) kVA 2.2 2.4 4

Thermal output BTU/h 7,135 7,784 12,973
Subject to technical alterations

Available accessories:

•  Cutting sticks (Set of 10 items)

• HSS-knives

• Carbide-tipped knives

• Knocking block

• EasySlide
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